REF | PART DESCRIPTION MATERIAL SPECIFICATION [QTY
1 [31011 | CAP SCREW 5/16x3/4” SILICONE BRONZE | ASTM F593C 4
2 |31017 | BASE-DUAL CAST BRONZE SAE - 40 1
3 (31013 | GASKET CORK/NEOFPRENE COMMERCIAL 2
4 |31003 | DIAPHRAGM - 0.018” THICK STAINLESS STEEL | ASTM—-A167 2
5 131002 | ADJUSTING RING CAST BRONZE SAE - 40 2
6 |31005 | LOCKNUT-10/24 BRASS ASTM F594 4
7 |31004 | MACHINE SCREW-10/24x7/8" BRASS ASA B18.6 4
8 136020 | HORN BODY CAST BRONZE SAE - 40 2
9 [31190 | BELL No5-FREQUENCY 460 Hz | BRASS ASTM-B36 1
10 110657 | BELL Nol-FREQUENCY 246 Hz | BRASS ASTM-B36 1
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CONTRACTOR:

CONTRACT NUMBER

AIRCHIME MANUFACTURING CO. LTD.

LANGLEY, B.C. CANADA V4W 3S8

SCALE: NONE|UNIT WT: 7.5 LBS|SHEET: 1 OF 1

DWG. NAME:
SR BT ToATE RSO MODEL C15 WHISTLE
LHT. | 107 e NSoM  [PVe T, —
e | Res A| 36575 31120
DRAVWING TYPE:




